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CONSTRUCTION DETAILS
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PROPOSED SIGNS
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PVC, AND TWO-2 IN, PVC SCHEDULE 80O CONDUIT BENDS). _
USE EXISTING METERED SERVICE PEDESTAL FOR UNDERGROUND ELECTRICAL SERVICE.
INSTALL 27 FT.STEEL POLE WiTH A 70 FT.MAST ARM, SIGNAL HEADS, SIGNS, AND VIDEO DETECTION CAMERA,
20 FT. LUMINAIRE ARM, AND LED LUMINAIRE.(NOTE: ONE 3 IN, PVC SCHEDULE 80 CONDUIT BEND).
USE EXISTING STEEL MAST ARM POLE AND MAST ARM, ke~~~ ACE/INSTALL SIGNAL HEADS, SIGNS, AND REMOVE/RELOCATE SIGNS AS SHOWN.

USE EXISTING STEEL MAST ARM POLE AND TWIN MAST ARMS,

AS SHOWN, AND REMOVAL OF EXISTING SIGNS AS SHOWN.
HANDHOLE. _ : |
3 IN. PVYC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.

4 IN. PYC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.

4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED. |

2 IN. CONDUIT TO EXISTING ELECTRICAL SERVICE PEDESTAL - TRENCHED.
24 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE.

INSTALL
INSTALL
INSTALL
INSTALL
INSTALL
INSTALL

« USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

. REMOVE EXISTING CABINET/CONTROLLER.

REMOVE EXISTING HANDHOLE.

. CAP AND ABANDON EXISTING CONDUIT,

ABANDON EXISTING VEHICLE DETECTION.

BOUND RAMPS) RE-RUN IN NEW CONDUIT BACK TO NEW CABINET,

BACK TO NEW CABINET.

IN NEW CONDUIT BACK TO MD 32 AND CEDAR LANE NEW CABINET.

NEW LOOP DETECTOR WIRE,

. USE EXISTING HANDHOLE. SPLICE EXISTING ALUMINUM SHIELDED CABLE TO

. EXISTING LOOPS FOR CEDAR LANE AND MD 32 WB RAMPS.
. INSTALL & FT.X & FT.VEHICLE LOOP DETECTOR (4
- INSTALL |'IN. LIQUID FLEXIBLE CONDUIT FOR LOOP DETECTOR LEAD-IN,

TURNS).

. USE EXISTING HANDHOLE. PULL BACK EXISTING ALUMINUM -SHIELDED CABLES AND INTE
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. INSTALL A NEMA SIZE "S" BASE MOUNTED CABINET WITH CONTROLLER AND UPS. (NOTE: TWO-4 IN,
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. INSTALL 2 IN. PYC CONDUIT SLEEVE (extended 10 f+. from cabinet) SCHEDULE 80 FOR PHONE DROP.
. INSTALLED AS PART OF SIGNING AND PAVEMENT MARKING PLAN.
. EXISTING LOOPS FOR CEDAR LANE AND MD 32 EB RAMPS,

. USE EXISTING HANDHOLE. PULL BACK EXISTING ALUMINUM SHIELDED CABLE FROM EXISTING CABINET AND RE-RUN IN NEW CONDUIT

-~

. USE EXISTING HANDHOLE. PULL BACK EXISTING INTERCONNECT CABLE FROM EXISTING CABINET AT MD 32 AND CEDAR LANE AND RE-RUN

b

REPLACE/INSTALL PROPOSED SIGNAL HEADS, AND VIDEQO DETECTION CAMERAS

RCONNECT CABLE FROM (SCANNER ROAD AND MD 32 EAST !
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GEOMETRIC LEGEND

VIDED

PROFESSIONAL CERTIFICATION

THEREBY CERTIFY THAT THESE PLANS WERE
PREPARED OR APPROVED BY ME, AND THAT 1
At A DULY LICENSED PROFESSIGNAL ENGINEER
UNDER THE LAWS OF THE STATE OF MARYLAND.

ucense o, _ 333 44
exematom oaie 2243 /7 %

1he
T .
i

"Merging Innovation and Excellence"®

The Traffic Group, Inc.

DETECTION
ZONE

Suite H m——

== EXISTING

9900 Frankiin Square Drive

PROFPOSED

Baltimore, Maryland 21236

v
[mw]

UTILITY LEGEND

sSD

G

410-931-6600

1-800-583-8411

Fax 410-931-6601

M4 D> MW E Q@

Mm ~ I M W =

STORM DRAIN

GAS MAIN

WATER MAIN

SEWER MAIN
ELECTRIC CABLES
AERTAL CABLES
TELEPHONE CABLES
FIBER-OPTIC

THESE PLANS ARE APPROVED FOR CONSTRUCTION FOR A
PERIOD OF 1 YEAR FROM THE DATE OF APPROVAL. SHOULD
CONSTRUCTION NOT BEGIN WITHIN THIS TIME FRAME THESE
PLANS SHALL BE NULL AND VOID WITHOUT A REVIEW FROM
THE TRAFFIC ENGINEERING DESIGN DIVISION,

PHASES ASSOCTATED BY A SOLID LINE WILL
NOT OPERATE CONCURRENTLY.

NOTE : NEMA PHASING
PHASES ASSOCIATED BY A DASHED LINE WILL
OPERATE CONCURRENTLY. @1 D2 @4
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STATE OF MARYLAND
DEPARTMENT CF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

CEDAR LANESANNER ROAD AND MD 32 WB RAMPS

COLUMBIA, MD
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